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SPECIFICATION
Current Rating:5 Amps
Withstanding Voltage:1000V(0One Minute)
20 Insulation Resistance: 1000 Megaohms Min.
> At 500V DC
Contact Résistance:20" Milliohms Max.
Operation Temperature:—50°C~+105°C
Insulator:PBT+30%G.F.(UL94V—0),Black
| Contact:Brass,Gold Flash Over Nickel
1 Shell:SPCC,Front:Nickel Plated,Rear:Tin Plated
Recommended P.C.B. Layout > Compliant
t\b
2.77£0.10 Typ
| 1385 T |8
= P P
( N 0
[Hee s S
D | 674 oo 3
A /) o
N A —
B+0.15 2l v
(R
C+0.25 j q
D+0.25 ol 2
M
©
To)
o
.’.I
o
e
© o 10.7010.
I T
E+0.15 M Pin| B C D E
3 09 [16.92/24.99|30.81|19.20
s 15 |25.25[33.32[39.20[27.70
0 25 |38.96(47.04/53.04]41.10
09,15,25,37 Pin 37 155.42(63.50|69.40 57.30|
DRAWING No. APPROVED BY UNLESS OTHERWISE
WWW ASA EIEE com MEI [SPECIFIED
CHECKED BY TOLERANCES ARE
lect'coruc HZF | X £0.38 X #3
ASAEl < 02876 DRAWING BY XX £0.25 XX #1°
XXX £0.05 .XXX* +0.5°
sA Electronic L. WSS UNIT /A0 [NEW RELEASE HZF |07/06/2011
Tel : (+98) 21 66 73 56 82 Mob : (+98) 912 03 161 02 SCALE | NONE REV. AO | .@_5 NO.REV. REVISIONS CHK DATE
1 [ 2 [ 3 [ S [ 6 8 [ 9 [ 0




